
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Technical rider Theatre de Stilte 
 

 

 

 

 

 

 

  



Contact 
Theatre de Stilte: Markendaalseweg 75A, 4811 KB Breda, the Netherlands 

Phone:   +31(0)76-5138125 

Postal address:  P.O. Box 7211, 4800 GE Breda, the Netherlands 

 

Contact person:  Yannick de Regt  

Phone:   +31 76 5138125 

E-mail    techniek@destilte.nl   

Website  www.destilte.nl  

 

General 
Loading/unloading: Standard size door on the side of the stage (90x203cm). 

Parking: There’s a parking lot in front of the theatre. NOTE: To enter the parking lot you 

have to pass a narrow gate. If you are driving a vehicle larger than a standard 

van there is a chance unloading has to be done outside the gate.  

Dressing room: There is one dressing room available with showers, toilets and a washing 

machine.  

Reception area:  The reception area is used for both artists as well as the audience.  

Seats:   80 during open performances, 100 during school performances 

 

Stage           
Width:                 9 meters (approx. 30 ft) 

Depth:                    11 meters (approx. 36 ft) 

Height:                  5,2 meters to underside grid (approx. 17 ft) 

Floor:    Sprung floor with permanent dance vinyl laid from front to back. 

Clothing:              Black box with drapes on rail, there is a possibility to create 2 wings on each 

side. Backwall is white and can be used for projection. 

Control room:              On the right behind the auditorium 

Intercom:  Not available 

*in case smoke or fire will be used during the performance, please inform us 

so we can deactivate our fire alarms 

 

Light 
Dimmers:                3x Zero88 - Chilli Pro Bypass 12x10A (can be switched to fixed voltage) 

Circuits:         Our grid is equipped with 4  8-channel breakout blocks which can be 

accessed from both the left and right side of stage. 

Focusing:  Rigging and focusing lights will be done with an Alp-lift and/or ladder. 

DMX:   There’s an ELC network available to accommodate multiple universes. 

 

Lantern stock                

PC’s:   12x  ADB THH 1001 JHC 1KW PC 

4x  Strand Prelude 650w PC 

2x  ADB D455 650w PC 

 

Fresnell:  10x ADB SHF 10S 1KW Fresnell 

8x  Robert Juliat 306H 1000w Fresnell 

 

Profile:   6x  Etc source four Junior 25-50 Profiel 
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Par: 12x  Par 64 

6x  Multipar MF 575w  

 6x  CLS Zeus 

 

 

Cyclorama:  4x  Cyclo rima 500 

 

 

Lightboard:                ETC Ion *limited availability 

   Martin M2GO 

 

 

The venue has a limited assortment of Lee filters in stock.  

 

Sound 
Mixer:               2x  Soundcraft EPM 8  

Speakers (FOH): 2x  QSC K8 

   1x QSC KSUB 

Processor:  1x  DBX Driverack PA2 

Monitors:               2x  EV ELX115P 

Microphones: We have a limited stock, based on our needs for our shows. Contact us for 

availability. 

 

Video: 
Projectors:  1x Panasonic PTD-E6400 standard or 0.8 lens 

   1x Panasonic PT-DW640EL 0.8 lens 

Cables/Converters: 1x Startech HDMI to CAT converter 

1x HDMI to SDI converter 

30m VGA or SDI 

*Video has a limited availability 

    

Stageblock:             There’s a stageblock built in the auditorium, the stageblock has 7 channels 

available toward the control room and 4 aux channels 

 

 

Route 

By train 

From Breda central station 

By foot: 20 minutes 

By bus: 5 minutes 

 

By car 

Take the exit 15 Breda toward Bavel. Go left at the Franklin Rooseveltlaan. Take exit Center toward 

Bavel. Go right at Claudius Prinsenlaan. Go left at the Wilhelminasingel. Take the second exit on the 

right, toward the Nieuwe Ginnekenstraat. Go left on the roundabout on the Van Coothplein. Take 



second exit on the right (at the traffic lights), and another right immediately after, that’s where our 

parking lot and theatre are. 

 

 

 

 


